ROoHS 2011/65/EU & (EU) 2015/863 COMPLIANT

REV. DESCRIPTION DATE
1830+50 A 2016/1.2/01
A 2019/08/06
A 2019/08/19
2 A 2021/03/19
A 2021/07/27
% ﬂ 353::2::: i\g/(i)r:]e s:ftitg Leegaudlapﬁaonnesl’ increase the spec mark, and 2022/12/13
NOTES:
SR-430B 1. The outer box-must be marked with RoHS
BLACK (RoHS.shown on the carton)
GREEN 2. Please refer to 0096-0001-1 REV B for online label specs
WHITE (inline label please refer to 0096-0001-1 REV B)
LABEL tent - Please refer to 0096-0001-2 REV B for outer carton label specs
content (Iabel on carton please refer to 0096-0001-2 REV B)
Cordén de Alimentacion MARKING:
Fabricante: WELL SHIN
Importador: SERVICES AND INGENIERIA LT, SC WELL SH | N ®
Marca: WELL SHIN WS-OOZA-4A
Modelo: ~ WS-001F + WS-002A-4A B
Tension Nominal: 125V ~ @ NUM E115330
Frecuencia: 60 Hz NYIT10A 125V~
Corriente: 10A N
Longitud: 1.8m IEC—60320—C13
c@us —I\>Seccién Transversal — —C1
| De Condugtores: | 0.824 mm? (18 AWG) AUTO—-LOCK
WELL SHIN® T Maxima: /. 105 °C
WS-001F emp. Maxima: : é
E115330 1 Hecho en: Taiwan J
10A 125V~ 30 Solo para uso en interiors
NEMA 5-15P 'M—
18030
(®) [Cable tie BLACK | 1
@ LABEL ) A ] = ARFE AR | SRR | RE Bt MR
@ PLASTIC.CAP WHITE 1 WS-001F-2 | WS-002A-4A| SVT 18AWG| 3C 105°C | BLACK 1830mm
@SV 18AWG*3C105°C APPROVAL: UL,CUL(CSA) A BLACK | 1 SINATURE % QUAﬁL %“LECTRIONICS, INC.®
SAFETY ENGINEER: ttp://www.quail.com
@ WS-002A-4A 10(A) 125(V) APPROVAL: UL,CUL,NOM BLACK 1 VANAGER BY: PRODUCT NO.: | DATE:  2022/12/13
@ WS-001F 10(A) 125(V) APPROVAL: UL,CUL,NOM BLACK 1 [ CRECKED BY: UNIT: mm | SHEET: 1 OF 1 REV.
ITEM DESCRIPTION COLOR |QTY |orawn B8Y: DWG NO: 0096—4258 H

THE INFORMATION CONTAINED HEREIN IS PROPRIETARY TO QUAIL ELECTRONICS, INC. ANY USE OR DISCLOSURE OF THIS INFORMATION, EXCEPT FOR THE EXCLUSIVE BENEFIT OF QUAIL ELECTRONICS, INC. IS PROHIBITED. | E—






